BHF-IM HEATING MATS

BRF-IM CONCRETE HEATING CABLES

Outdoor al’ea,,:,he'afftjng‘:i' ‘

HEM SYSTEM® Heating mats and concrete heating cables with single-end connection cable and

sleeveless splice. Only for outdoor areas!!! Ideal for melting ice and snow in outdoor areas as well
as for installation in concrete and sand for melting snow and ice. Not for hot asphalt.

~ Technical data
NominalVoltage.. ...« ool o .. o 230 Volt
Output o e s approx. 27 W/m
Goldcopnectioneable. . = 2o o 0 o 1 x7,00m (1,00 mm?)
Minimum installation temperature............cccocooniiiieincnnine, 526
Max. temperature outer sheath (colourred) ....................... e 65°C
Smallestbendingradills....... & o il 5x dA
Resistance tolerance ........ -5%/+10 %

Cold /warmsplice ... ... . . ..
Diameter. .. ...
Insulafion: .. a0 e o e e XLPE

300 W/m2 230V - supplied width approx. 0,80 m
BHF-!M heatinvg mat;w

arean widthm  leghtm ,
891 7297 0,90 =30 31800-891
1068 :3,,576"" 09 395 31800-1068
1350 4,50 0,90 5,00 31800-1350
1593 531 0,90 590 31800-1593
1905 6,35 0,90 7,05 31800-1905
2430 8,10 0,90 9,00 31800-2430

BRF-IM bulk stock (D-COLD RING)

QOutdoor area
konf.

Resistasnce

Orderno.  Description

BRF-IM Beton-Ring F

37731-5,00 135 Watt
37731-10,46  BRF-IMBeton-RingF 300 Watt 16,86
37731-15,00  BRF-IM Beton-Ring F 405 Watt 8,70
37731-32,15  BRF-IM Beton-Ring F 891 Watt 1,85
37731-38,10  BRF-IM Beton-Ring 1068 Watt 1,30
37731-48,29  BRF-IMBeton-RingF 1352 Watt 0,81
37731-57,64 BRF-IM Beton-Ring 1593 Watt 0,58
1 37731-68,69  BRF-IMBeton-RingF 1764 Watt 0,40
37731-75,35  BRF-IM Beton-Ring F 2080 Watt 0,34
37731-87,38  BRF-IMBeton-RingF 2430 Watt 0,25
37731-96,61  BRF-IMBeton-RingF 2772 Watt 0,20
37731-107,23  BRF-IMBeton-Ring F 3132 Watt 0,15
37731-118,42  BRF-IM Beton-Ring F 3249 Watt 0,14
37731-129,05 BRF-IM Beton-RingF 3489 Watt 0,12

ccessories
Article Description ,
Cold connection cable for extension 3 x 2.50 mm?, 1.00 m, black

A

Mounting sleeve (1, factory fi tted), for extension
Plastic fi xing nails (standard pack = 100 pcs.]
Distance bars (mounting bars)

Digital ice and snow alarm
(for roof gutters and outdoor areas)

Ice sensor with 6.00 m supply cable, cable entry from bottom,
with protective housing [for outdoor area)

Ice sensor with 6.00 m supply cable, cable entry from side
(for outdoor area)

Repair sleeves on request

A residual current device [FI < 30 mA) must be provided as a protection measure.

-

Ohm/Meter

Output
Watt

135,00
300,00
405,00
891,00
1.068,00
1.350,00
1.593,00
1.905,00
2.080,00
2.430,00
2.772,00
3.132,00
3.248,00
3.489,00

81302-2,50 BL/SW

26182
20304
20063

93159

93164

93162

-

................. sleeveless, without shrink technology
...approx. 7,50 mm

Element
leght m

5
10,46
15
32,15
38,10
48,29
57,64
68,69
75,35
87,38
96,61

wn
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sleeveless

Single-ended
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